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PROPERTIES AND RECOMMENDED USAGE

Paint type

NORRAPID 10 is one component fast drying semi gloss
alkyd based paint with rust-preventing pigments.
Suitable as primer or top coat as well as a single
coat/direct to metal (DTM) paint.

Typical and recommended uses

Steel structures, machinery and equipment in environ-
mental classes C1-C4. It is specially suited for painting
in mechanical workshops.

Chemical resistance
Resistant to occasional water and aliphatic solvent spil-
lages. It is not resistant to acids and alkalis.

NORRAPID 10

TECHNICAL DATA

Volume solids* 48 +2 %
Total mass of solids* 720 g/l
VOC value* 450 g/l
*Values are calculated
Packaging
Volume (I) |Size of container ()

Norrapid 10 3/10/20 3/10/20
Drying time 50 pm

+23 °C
Surface dry 15 min
To touch 30 min
To recoat 2-4 h

Drying times are typical on recommended film thicknesses
at given temperatures. The paint can be overcoated with
chemically equivalent alkyd paints containing xylene or
stronger solvents within 24 hours or 5 days from the pre-
vious coat. If the paint film needs to be abraded before
complete oxidation or recoated; there should be at least 5
days between abrading and coating.

Note! The film thickness and prevailing conditions affect
significantly the complete oxidation and it can take several
days, even weeks to reach the final state.

Calculated theoretical coverage and recommended
film thickness

Dry Wet Coverage
40 pm 85 um 12.0 m?/I
60 um 125 pm 8.0 m?/I

Practical coverage
Depends on wind conditions, structure to be painted,
roughness of the surface and application method.

Colour

RAL-, NCS-, KY- and SSG colours.

The objects painted with the same shade, but using diffe-
rent paint types, might have differences in the appearance
and shade due to the variation in the paint properties,
gloss levels and application methods.

Thinner
OH 07 or OH 08

Cleaner
OH 07 or OH 08

Finish
Semi gloss

1/2







